
 

 
 
 

GTS SUPER SPORT 310 – TEHNIČKE KARAKTERISTIKE 
 

  

AGREGAT 
Jednocilindrični, četverotaktni, četvero ventilski, s elektroničkim 
ubrizgavanjem, hpe 

ZAPREMNINA 310 cm³ 

PROVRT X HOD 75 mm x 70,1 mm 

NAJVIŠA SNAGA 18.4 kW – 25 KS - pri 6,500 o/min 

NAJVIŠI OKRETNI 
MOMENT 

28.9 Nm pri 5,250 o/min 

POTROŠNJA 31.25 km/l 

CO2 EMISIJE 74 g/km 

DOVOD GORIVA Elektroničko ubrizgavanje 

HLAĐENJE Tekućinom 

POKRETANJE Električno 

PRIJENOS Automatski variomat CVT 

SPOJKA Automatska centrifugalna suha spojka 

NOSIVA STRUKTURA Okvir od čeličnog lima sa zavarenim konstrukcijskim ojačanjima 

PREDNJI OVJES 
Jedan krak sa spiralnom oprugom i jedan hidraulični amortizer 

STRAŽNJI OVJES 
Dva hidraulična amortizera s podesivom pred napregnutošću opruge u 4 
položaja 

PREDNJA KOČNICA Disk od nehrđajućeg čelika Ø 220 mm 

STRAŽNJA KOČNICA Disk od nehrđajućeg čelika Ø 220 mm 

ABS/ASR SUSTAV Serijska oprema 

PREDNJA GUMA Bez zračnice 120/70 - 12” 

STRAŽNJA GUMA Bez zračnice 130/70 - 12" 

DUŽINA / ŠIRINA / 
MEĐUOSOVINSKI 

RAZMAK 
1,980 / 765 / 1,380 mm 

VISINA SJEDALA 790 mm 

SPREMNIK GORIVA 8.5 litara 

HOMOLOGACIJA Euro 5+ 

 
 



 
GTS SUPER SPORT 310 – TECHNICAL SPECIFICATIONS 

 
  

ENGINE Single-cylinder, 4-stroke, 4 valves, electronic injection, hpe 

ENGINE CAPACITY 310 cc 

BORE X STROKE 75 mm x 70,1 mm 

MAX POWER 18.4 kW – 25 HP - at 6,500 rpm 

MAX TORQUE 28.9 Nm at 5,250 rpm 

CONSUMPTION 31.25 km/l 

CO2 EMISSIONS 
CERTIFICATION 

74 g/km 

FUEL SYSTEM Electronic injection 

COOLING Liquid 

IGNITION Electrical 

TRANSMISSION CVT with torque server 

CLUTCH Automatic dry centrifugal clutch with vibration dampers 

LOAD BEARING 
STRUCTURE 

Sheet metal body with welded structural reinforcements 

FRONT SUSPENSION Single-sided swingarm with coil spring and hydraulic control 

REAR SUSPENSION 
Double hydraulic shock absorber with four-position spring pre-load 
adjustment 

FRONT BRAKE Hydraulically operated 220 mm stainless steel disc 

REAR BRAKE Hydraulically operated 220 mm stainless steel disc 

ABS/ASR SYSTEM As standard 

FRONT TYRE Tubeless 120/70 - 12” 

REAR TYRE Tubeless 130/70 - 12" 

LENGTH / WIDTH / 
WHEELBASE 

1,980 / 765 / 1,380 mm 

SEAT HEIGHT 790 mm 

FUEL TANK CAPACITY 8.5 litres 

EMISSIONS COMPLIANCE Euro 5+ 

 


